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Specifications

599189 173

100 % polyester
knit fabrics
PVC-free, recyclable

ca. 165/ 252/ 310/ 505 cm
ca. 61/ 99/ 122/ 199 inch

B-s1,d0  DIN EN 13501-1

ca. 205 g/m?
ca. 6.1 oz/yd?

ca. 0.36 mm
ca. 360 pm

rolls
50/ 100 m
55/ 109 yd

blank: 5
DIN EN ISO 105-B02

b Dlank: 30.7 %
o4 DIN EN 410

‘\ blank: 0.5%
DIN EN 410

blank: 93.7
DIN 5033-1

indirect, direct light

cold, ultrasonic cut

other widths available on request

AN length: 2.2 %

- Cross: 0.9 %

RN DIN EN 14704-1
P length: 290.7 N
Cross: 1119.3N

65.4 %
34.0 %

length:
Cross:

26.1 N
13.7N

length:
Cross:

Printing methods

print
uv Latex Dyesub
Inside . .
Qutside
Certifications

STANDARD
100
00.0.67573
Hohenstein HTTI

PONGS GROUP GMBH & CO. KG

BahnhofstraB3e 21 Phone +49 211 54230-840
07919 Pausa-Muhltroff ~ sales@pongs.de

Germany WWW.poNngs.com

DIN EN ISO 13934-1 - max. tensile strength
DIN EN ISO 13934-1 - max. tensile elongation

DIN EN ISO 13937-2 - trouser tear propagation

Certifiedfor  [NECORY
HP Latex Inks 3% b

Find the latest version by scanning the QR code.
We reserve the right for technical modifications.
The above mentioned details are non-binding.
A tolerance of + 5% is valid. Effective: 2025/06
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